«—INO DU

SIGN POST

MG, r TR0 244 15.0-L0%0D
e.h.e Fiab

= 2" ID x 2-3/8" QD 20 ...<_ O _!> O _Nm <<__ _

GALVANIZED IRON PIPL

< w—BE PROSECUTED

4" x4 SMOOTH REDWOOD

POST OR 2" GALVANIZED 5 MIN. THREADED | S.P.M.C. . §£8.12.030, 8.40, 13.04.070
IRON PIPE, * 1,40 C.P.C. F&G :  §5650, 5652

See MJ X C.V.C. : 38320
4" x4" SMOOTH REDWOOD Note — w

FINISHED GRADE

e SIGN_DETAIL
FINISH SURFACE OF CONCRETE

" TO MATCH SURROUNDING GRADE
4" MIN. *u

S N SIGN PLATES: 6061T6 OR 5052H38 ALUMINUM ALLOY,
IR AAAE SENS 38 55 : . 0.080 INCHED THICK. ROUNDED WITH
08 N A —— 1" 2" THREADED: COUPLING 1.5—INCH RADIUS.
Sk I S o el 2"-ID x 2-3/8"-0D .
T e ASSEMBLY HARDWARE: FOR 2" GALVANIZED PIPE:
P 24 ] b SREANIERD RO R USE 2 EACH 'U’ BRACKETS W/ THEF
ol P MIN 0 .y B PROOF BOLTS (HAWKINS #M2G-C2B-TP).
0% I 000 o L +——PORTLAND CEMENT CONCRETE OR 4'x4" REDWOOD POSTS:
_ ALY A o - I 5/16" X 4-1/2" ZINC PLATED STEEL
CONCRETE ol CARRIAGE BOLTS, ADAPTOR RINGS,
A I | 1 bode—8" MINIMUM DIAMETER NYLON VANDAL PROOF NUTS
M. . el ew (HAWKINS #M2G—C2B-TP).
] C & X -\ - FLATTEN BOTTOM 4° OF POSTS: 4" x 4° SMOOTH REDWOOD OR 2" GALVANIZED
3/4" DRAIN ROCK /\.tl PIPE (OUT OF ROUND) IRON PIPE. SEE DETAILS
* TO PREVENT TWISTING . .
- 12— SIGN HEIGHT: THERE SHALL BE 60—-INCHES CLEARANCE UNDER
BOTTOM OF SIGN PLATE. IF LOCATED IN A
PEDESTRIAN AREA, CLEARANCE SHALL BE 86".

COLORS: WHITE SIGN PLATE
WOOD POST DETAIL IRON PIPE POST DETAIL BLACK LETTERING

ciTy_oF_san_paardDRAWN Br.exe [STANDARD DETAIL[Ees e flais

(510 215-3030 Fax:(s10) 235-7059| CHECKED BY:AH.
HEET 1 OF 1 DATE: 8/31/95 NO DUMPING SIGN AND POST

lO-dNSL 13q s

LIC WORKS DIVISICN MANAGER



