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2" CONCRETE DOBIES

O.C., EA. WAY

10" LAP AT ALL
CONSTRUCTION JOINTS

7-1/2" THICK
PCC CONCRETE IN

ENTIRE GUTTER

AREA

CORNER DETAIL

AT 24" O.C. (MAX)

#4 BARS AT 24"

NOTES:

1. PROVIDE A MINIMUM OF 3 IN. OF CLASS 2, 3/4 IN., AGGREGATE 
   BASE BELOW VALLEY GUTTER.  WHERE TOTAL PAVEMENT THICKNESS OF 

   SIDE STREET EXCEEDS 10-1/2 IN. (MEASURED AT CENTERLINE), 
   AGGREGATE BASE THICKNESS SHALL BE INCREASED TO MATCH TOTAL 

   SIDE STREET PAVEMENT THICKNESS.

2. CONCRETE MIX SHALL CONSIST OF: 3/4 IN. AGGREGATE, 6 SACK, TYPE 
   2, PORTLAND CEMENT.  PROVIDE ONE POUND LAMP BLACK PER CUBIC 
   YARD CONCRETE.
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VARIES

WEAKENED PLANE JOINT

AT CENTER 

RADIUS VARIES

20' MIN

MINIMUM SLOPE= .005

5'

A

A

#4 BAR, 18" LONG
EMBED 4" (MIN) 
INTO EXIST CONC.

CONCRETE

30"

3"

TO PREVAILING

#4 BARS AT
24" O.C., EA WAY

7-1/2" 3" (MIN)
AGGREGATE BASE

SEE NOTE 1, SHEET 2

30"

PLAN VIEW

SECTION A-A

INCLUDING APRONS

AC

AC

CLR

PORTLAND CEMENT

FLOW LINE

SEE DETAIL

SHEET 2

STREET WIDTH

CURB RETURN (TYP) GREASE ENDS

CURB AND GUTTER

FLOW LINE

RISE SHALL CONFORM

MAIN STREET

SIDE SREET

2" DOBIES

12" 12"SAWCUT SAWCUT

MIN. MIN.

4" MIN. OR

6-1/2" MIN.

MATCH EX.

WHICHEVER 

IS GREATER

SAWCUT

LINE
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